Shop Name: -

AUTEL ™ -

Email: -
Address: -

Report ID: MAXIA20261014142736
Test Time: 2026-10-14 14:27:36
Technician: Sbu

Renault VEHICLE DIAGNOSTIC REPORT

Vehicle Information
--/Renault/DUSTER PH3/-
VIN: VF1HJD20168438670
Customer Information
Name: MFC NEDBANK

Device Information

Scanner: MaxiSys MS906 BT
Version: V17.50

@ System Scanned (10)

System

INJ(Injection)

ABS(Anti-lock braking system)
ABG(Airbag / pretensioners)
TDB(Instrument panel)
UCH(Central control unit)
UCC(Communications unit)
DAV (Variable power assist steering)
UPC(Universal power controller)
GW2(Central gateway)

CLI(Air conditioning)

Odometer Reading: 177307km
License Plate: KP22HJGP

Tel: 0118799321

Serial Number: VB8GJCC01509

Repair Order Number: --

(2 DTC(27)
INJ(Injection) (10 DTCs )
DTC Description Status
DTC000292 F!ow cgntrol adaptive Memory
Signal incoherence.
FI I i
DTCO002F6 ow contro adapfuve Memory
Parameter at maximum stop
Rail
DTC00871C . o Pressure . Memory
Voltage outside tolerance limits
DTC009517 Inlet manifold temperature sensor circuit Memory
DTC009564 Inlet manifold temperature sensor circuit Memory
DTCO19024 Rail pressure sensor circuit Memory

Signal incoherence.
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/Renault/DUSTER PH3 Test Time: 2026-10-14 14:27:36

EGR valve command circuit

DTC040301 )
Internal electronic fault

Computer supply voltage

DTC056016 Below the min level

Consistent multiplex signals for CC/SL
DTC1525F3  The data supplied to the cruise control or speed limiter are
not correct.

Multiplexed traction control connection
Invalid source computer multiplex signals.

ABS(Anti-lock braking system) ( 3 DTCs)
DTC Description
DTCC00100  Multiplexed network

DTCC40100 Invalid INJ. Multiplex signals

DTCC12187

Computer power supply
Circuit voltage below threshold

ABG(Airbag / pretensioners) (2 DTCs)
DTC Description
DTC80D249  Warning light circuit fault

DTC903616  Power supply voltage

TDB(Instrument panel) (1 DTC)
DTC Description

DTCF00316

Computer power supply
Circuit voltage below threshold

UCH(Central control unit) (3 DTCs )
DTC Description

DTCF00316

Start of clutch switch travel circuit

DTC956023 . .
General signal failure

End of clutch switch travel circuit

DTC956123 . .
General signal failure

DTC95A064  Rear screen wiper circuit

UCC(Communications unit) (1 DTC)
DTC Description

Computer

DTC93514B
Overheating

DAV(Variable power assist steering) (1 DTC)
DTC Description
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/Renault/DUSTER PH3 Test Time: 2026-10-14 14:27:36

DTC561854

Steering wheel angle sensor programming
Calibration absent

UPC(Universal power controller) (4 DTCs)

DTC

DTC921315

DTC922781

DTC927094

DTC927096

Description
Right-hand dipped headlight circuit
Open circuit or short circuit to +12 V

CAN communication circuit
Invalid series data received

Combined stalk under steering wheel circuit
Unexpected operation

Combined stalk under steering wheel circuit
Internal electronic fault

CLI(Air conditioning) (2 DTCs )

DTC

DTCA4A116

DTCA4C614

Description

Computer supply voltage
Circuit voltage below threshold

Blower motor control circuit
Open circuit or short circuit to earth

Technician Notes

2017312080

Disclaimer: This report provides a reference for vehicle inspection and maintenance only. Autel is not liable for any accident, property damage, or personal injury resulting

Customer name:
Technician:

Date:

Report ID: MAXIA20261014142736
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Note: Please save a copy of this report for your records.

from the use of this information.
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