Shop Name: - Report ID: MAXIA20260902120516

AUTE'_‘“ Tel: - Test Time: 2026-09-02 12:05:16
Email: - Technician: Werner
Address: -

BMW VEHICLE DIAGNOSTIC REPORT

Vehicle Information

-/BMW/3'/320i_B48/-- Odometer Reading: 132884

VIN: WBA5F32010FH61846 License Plate: JKB4KCGP

Customer Information

Name: MFC NEDBANK Tel: 0118799321

Device Information

Scanner: MaxiSys MS906 BT Serial Number: VB8GJCC01509

Version: V26.01 Repair Order Number: --
System Status/DTC
DME (Engine-Digital Motor Electronics) © 10
EGS (Electronic Transmission Management) “ o
DSC (Dynamic Stability Control) o7
ACSM (Airbag-Advanced Crash Safety Module) o3
KOMBI (Instrument Cluster) O 2
BDC (Body Domain Controller) O 24
RVC (Rear View Camera) o1
ZGM (Central Gateway Module) “o
PMA (Parking Manoeuvring Assistant) o7
EPS (Electric Power Steering) O s
RAM (Receiver audio module) Q5
VIP (Virtual integration system) 06
FLEL (Frontal Light Electronics Left) o1
FLER (Frontal Light Electronics Right) Q1
FZD (Roof Function Center) O 1
GWS (Gear Selector Switch) O 2
TCB (Combox Emergency Call) o1
HUH (Headunit High) © 10
CON (Controller) o1
IHKA (Integrated Automatic Heating And A/C System) o3
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/BMW/3'/320i_B48

(3 DTC (93)

Test Time: 2026-09-02 12:05:16

DME (Engine-Digital Motor Electronics) (10 DTCs )

DTC

11A031

11A032

110001
120408
11A002

030E45

030EOQF

CDBB9%4

CD8B2B

21611A

Description

Low pressure fuel system, electric fuel pump: Pressure too
low

Low pressure fuel system, electric fuel pump: Pressure too
low when fuel tank level is low

Cylinder cutout: Fuel high pressure too low
Charging pressure control: Switch-off as consequence
High pressure fuel: Pressure too low

Power management, battery condition recognition: Voltage
too low

Power management: Remote software upgrade
deactivated due to ageing battery

No message (data, transmission train), receiver DME,
transmitter EGS

Message (target wheel torque, drive train, stabilisation, 64.
1.2) missing, receiver DME, transmitter DSC

Attempt to start the engine at excessive counter-torque in
the drivetrain detected

DSC (Dynamic Stability Control) (7 DTCs)

DTC
4809C0

4807CD
4807CE
4807/D1
4807CF
4807CC
4807D0

Description

DSC control unit: local voltage supply, control unit reset
DSC: Overvoltage in vehicle, internal

DSC: Undervoltage in vehicle, external

DSC: Undervoltage at control unit

DSC: Undervoltage in vehicle, internal

DSC: Overvoltage in vehicle, external

DSC: Overvoltage at control unit

ACSM (Airbag-Advanced Crash Safety Module) (3 DTCs)

DTC
930AA1

803185

C95514

Description

Supply voltage: Undervoltage
PDC: Activation not possible

Message (rain sensor wiper speed) not current, receiver
ACSM, transmitter BDC

KOMBI (Instrument Cluster) (2 DTCs )

DTC
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Description

MaxiSys MS906 BT

Report ID: MAXIA20260902120516

Status

Intermittent

Intermittent

Intermittent
Intermittent

Intermittent

Intermittent

Permanent

Intermittent

Intermittent

Intermittent

Status
Permanent

Intermittent
Intermittent
Intermittent
Intermittent
Intermittent

Intermittent

Status
Intermittent

Intermittent

Intermittent

Status
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/BMW/3'/320i_B48

026004

026003

Test Time: 2026-09-02 12:05:16

Instrument panel: Coding: Internal SWT check failed

Instrument panel: Coding: External SWT test condition not
met

BDC (Body Domain Controller) (24 DTCs )

DTC
030031

0300B1
030131
0301B0
0301B1
030409
804013
804014
804015
80402F

8040A9

8040D0
8040F1

80416D

8041AB

8041B2
8041E3
804280
80429E

8042E5

804415
804850
D90D26

D90D29

Description
Power window regulator, driver's side: Hardware fault

Power window regulator, passenger's side: Hardware fault
Rear driver's side power window regulator: Hardware fault
Power window, passenger's side, rear: Switch

Power window, passenger's side, rear: Hardware fault
Multifunction steering wheel: Signal implausible

BDC No supply voltage to Terminal 30L1

BDC No supply voltage to Terminal 30L2

BDC No supply voltage to Terminal 30L3

Power management, battery condition: Total discharge

START-STOP button hall effect sensor: Incorrect operation
(pressure oblique)

Showroom Mode active

Crypto data in a key

Engine compartment lid contact switch: Open during
driving

Battery exhaustive discharge protection: switch-off of side
lights

Light active: Startability limit reached

Lights, voltage protection active

Windscreen wiper: Wiper slow, short circuit to ground
CASS LF hardware failure - IC Driver control fails

Interior light unit 2 (ILE2): Internal fault or light source
faulty

Radio remote control: Battery undervoltage
FBD receiver: Initialisation failed (auto init)
Inside mirror: Missing LIN component

Rain-light-solar-condensation sensor (LIN): No
communication is possible with the LIN component

RVC (Rear View Camera) (1 DTC)

DTC

HUTEL www.autel.com

Description

MaxiSys MS906 BT

Report ID: MAXIA20260902120516

Permanent

Permanent

Status
Intermittent

Intermittent
Intermittent
Permanent

Intermittent
Intermittent
Intermittent
Intermittent
Intermittent

Permanent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent
Intermittent
Intermittent

Permanent

Intermittent

Permanent
Intermittent

Intermittent

Intermittent

Status
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/BMW/3'/320i_B48

800B9F TRSVC: Undervoltage detected
PMA (Parking Manoeuvring Assistant) (7 DTCs )

DTC Description

803262 Ultrasonic sensor rear centre left: Blindness identified

803263 Ultrasonic sensor rear centre right: Blindness identified

803349 Parking Mgnoeuvring Assistant: Function aborted due to
system limit

80334A Revers_ing assistant: Function aborted due to incorrect
operation

80334C PMA: Operating failure due to loss of multi-turn value

80337E PMA: Voltage supply - undervoltage at the control unit

80337F PMA: Voltage supply - overvoltage at the control unit

EPS (Electric Power Steering) (8 DTCs )

DTC Description

482394 EPS F:ontrol unit: Initialisation fault, steering angle, loss of
multi-turn value.

482276 EPS voltage supply: Undervoltage in vehicle (external
faults, e.g. network faults are suppressed).

4823ED EPS v.olta.ge supply: pndervgltage at control unit,
deactivation of steering assistance.

4822F8 EPS control unit: Internal error (hardware), OBD

4899A9 EPS voltage supply: undervoltage in the motor vehicle
(internal fault, e.g. sensor faults are suppressed).

482399 EPS \{oltage .supply: Overvoltage, control unit, switch-off,
steering assistance.

4822A7 EPS voltage supply: overvoltage in the vehicle (internal
fault, e.g. sensor faults are suppressed).

4823C4 EPS voltage supply: Undervoltage control unit, minimal

Test Time: 2026-09-02 12:05:16

reduction of steering assistance

RAM (Receiver audio module) (5 DTCs)

DTC Description

B7F49A RAM: Overvoltage detected

B7F4B3 Audio amplifier (booster): Reset

B7F4B9 Audio amplifier (booster): External overvoltage Terminal 30
B7F555 RAM: Control unit reset undervoltage

D6D411

transmitter DSC
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MaxiSys MS906 BT

Message (vehicle speed) missing, receiver RAM,

Report ID: MAXIA20260902120516

Intermittent

Status
Intermittent

Intermittent

Intermittent

Intermittent

Permanent
Intermittent

Intermittent

Status

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Status
Intermittent

Intermittent
Intermittent

Permanent

Intermittent
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Test Time: 2026-09-02 12:05:16

VIP (Virtual integration system) ( 6 DTCs )

DTC
483901

483903

D75529

D75601

D7553D

D755F9

Description

VIP: Overvoltage in vehicle

VIP: Undervoltage in vehicle

Signal (status Parking Manoeuvring Assistant, 231.1.2)
invalid, transmitter Parking Manoeuvring Assistant

Signal (parking surrounding area detection) invalid,

transmitter PMA

Signal (DSC stabilisation status, 47.1.2) invalid, transmitter

DSC

Signal (actual engine speed, wheel, 46.0.1) invalid,

transmitter DSC

FLEL (Frontal Light Electronics Left) (1 DTC)

DTC
805A05

Description

Undervoltage detected

FLER (Frontal Light Electronics Right) (1 DTC)

DTC
805B85

Description
Undervoltage detected

FZD (Roof Function Center) (1 DTC)

DTC
801A38

Description
FZD: Undervoltage detected

GWS (Gear Selector Switch) (2 DTCs )

DTC
802696

802698

Description

Undervoltage detected

Overvoltage detected

TCB (Combox Emergency Call) (1 DTC)

DTC
B7F339

Description
TCB: Undervoltage detected

HUH (Headunit High) (10 DTCs)

DTC
031794

031793
031798
031795

031790

03179D

Description
HU-H: Function restriction telephone calls

HU-H: Function restriction connection WLAN

HU-H: Functional limitation for Bluetooth audio browsing

HU-H: Function restriction telephone book

HU-H: Function restriction connection establishment /

coupling Bluetooth
HU-H: Function restriction SMS
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Status
Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Intermittent

Status
Intermittent

Status
Intermittent

Status
Intermittent

Status
Intermittent

Intermittent

Status
Intermittent

Status
Intermittent

Intermittent
Intermittent

Intermittent

Intermittent

Intermittent
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/BMW/3'/320i_B48 Test Time: 2026-09-02 12:05:16

031796 HU-H: Function restriction telephone list

B7F89E HU-H: Back end certificates not valid

031797 HU-H: Functional limitation for Bluetooth audio

031791 HU-H: Function resrtriction Bluetooth connection
CON (Controller) (1 DTC)

DTC Description

801406 CON: Overvoltage

IHKA (Integrated Automatic Heating And A/C System) (3 DTCs )
DTC Description

E70C2D Blower: does not respond

Signal (Passenger's side solar sensor status) invalid, BDC-
E7141C .

ZGM transmitter
£7141D Signal (Driver's side solar sensor status) invalid, BDC-ZGM

transmitter

Technician Notes
2017292961

Customer name:
Technician:

Date:

Report ID: MAXIA20260902120516

Intermittent
Intermittent
Intermittent

Intermittent

Status
Intermittent

Status
Permanent

Intermittent

Intermittent

Note: Please save a copy of this report for your records.

Disclaimer: This report provides a reference for vehicle inspection and maintenance only. Autel is not liable for any accident, property damage, or personal injury resulting

from the use of this information.
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