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 BMW VEHICLE DIAGNOSTIC REPORT
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Vehicle Information
--/BMW/X'/X3 xDrive20d_B47/-- Odometer Reading: 149325km
VIN: WBATX36080N005240 License Plate: KJW692NW

Customer Information
Name: MFC NEDBANK Tel: 0118799321

Device Information
Scanner: MaxiSys MS906 BT Serial Number: VB8GJCC01509
Version: V26.01 Repair Order Number: --

System Scanned ( 19 )    
System Status/DTC

DDE (Engine-Diesel Electronics) 17

EGS (Electronic Transmission Management) 0

VTG (Transfer Box) 8

DSC (Dynamic Stability Control) 1

ACSM (Airbag-Advanced Crash Safety Module) 4

KOMBI (Instrument Cluster) 4

BDC (Body Domain Controller) 25

HKFM (Rear Tailgate Function Module) 2

ZGM (Central Gateway Module) 1

PMA (Parking Manoeuvring Assistant) 7

EPS (Electric Power Steering) 1

FLEL (Frontal Light Electronics Left) 2

FLER (Frontal Light Electronics Right) 1

FZD (Roof Function Center) 0

GWS (Gear Selector Switch) 0

TCB (Combox Emergency Call) 3

HUH (Headunit High) 3

CON (Controller) 2

IHKA (Integrated Automatic Heating And A/C System) 0

DTC ( 81 )    



DDE (Engine-Diesel Electronics) ( 17 DTCs ) 

DTC Description Status

030E08 Power management: Battery below upper startability limit Intermittent

321700
Engine start, plausibility: Fuel pre-supply pressure too low
upon engine start after vehicle driven until tank completely
drained of fuel

Intermittent

2E0600
Engine start, plausibility: Fuel pre-supply pressure too low
at engine start

Intermittent

248900
Rail pressure control, pressure controlled: rail pressure
below minimum

Intermittent

030E45
Power management, battery condition recognition: Voltage
too low

Intermittent

33AC00 Starting capability jeopardized, limit value vehicle voltage Intermittent

249300
Rail pressure monitoring on engine start: Rail pressure too
low during engine starting

Intermittent

33AA00
Attempt to start the engine with fault in the fuel system
detected

Intermittent

254E00 DDE, supply voltage: Undervoltage Intermittent

33B100
Vehicle electrical system voltage insufficient at attempt to
start the engine

Intermittent

2ED800
Charging pressure controller (VNT): mechanical fault near
open position

Permanent

276D00
EWS immobiliser protection against tampering: Engine
start blocked by EWS

Intermittent

33AB00
Attempt to start the engine while electronic immobiliser
active detected

Intermittent

33A900
Attempt to start the engine with fault in the combustor
system detected

Intermittent

030E06
Power management: Reduction or shutdown of individual
electrical consumer

Intermittent

250500 Rail pressure regulating valve, activation: Open circuit Intermittent

250100 Fuel quantity control valve, activation: Open circuit Intermittent
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VTG (Transfer Box) ( 8 DTCs ) 

DTC Description Status

440200 Overvoltage detected Intermittent

440201 Undervoltage detected Intermittent

440211
Clutch function: Deactivation of emergency operation due
to missing FlexRay signals

Intermittent



CF5450
No message (DSC stabilisation status /, DSC 2
stabilisation status, 47.1.2), receiver VTG, transmitter DSC

Permanent

CF5490
No message (roadway inclination / effective front axle
steering angle, 56.1.2), receiver VTG, transmitter DSC

Permanent

CF54A0
Message (target wheel torque, drive train, stabilisation, 64.
1.2) missing, receiver VTG, transmitter DSC

Permanent

CF5440
Message (actual wheel speed, 46.0.1) missing, receiver
VTG, transmitter DSC

Permanent

CF4420 VTG, FlexRay: Communication fault Permanent
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DSC (Dynamic Stability Control) ( 1 DTC ) 

DTC Description Status

480A11 Brake pad wear sensor: Front axle, replace brake pads Permanent

ACSM (Airbag-Advanced Crash Safety Module) ( 4 DTCs ) 

DTC Description Status

803185 PDC: Activation not possible Permanent

930AA1 Supply voltage: Undervoltage Intermittent

C9441F ACSM, FlexRay: Line fault Intermittent

930AA3 Supply voltage: Undervoltage at start Intermittent

KOMBI (Instrument Cluster) ( 4 DTCs ) 

DTC Description Status

B7F685 Instrument panel: Undervoltage detected Intermittent

E11544
Message (crash status) not current, receiver KOMBI,
transmitter ACSM

Intermittent

E12C01 Left fuel level sensor: Short circuit to B+ Intermittent

E12C03 Right fuel level sensor: Short circuit to B+ Intermittent

BDC (Body Domain Controller) ( 25 DTCs ) 

DTC Description Status

030031 Power window regulator, driver's side: Hardware fault Intermittent

030035 Power window regulator, driver's side: Missing LIN slave Intermittent

0300B0 Power window regulator, passenger's side: Switch Intermittent

0300B1 Power window regulator, passenger's side: Hardware fault Intermittent

0300B5 Power window regulator, passenger's side: LIN slave Intermittent

030130 Rear driver's side power window regulator: Switch Intermittent

030131 Rear driver's side power window regulator: Hardware fault Intermittent

030135
Rear driver's side power window regulator: Missing LIN
slave

Intermittent



0301B0 Power window, passenger's side, rear: Switch Intermittent

0301B1 Power window, passenger's side, rear: Hardware fault Intermittent

0301B5 Power window, passenger's side, rear: Missing LIN slave Intermittent

80402F BDC Total discharge detected Permanent

804067
LIN power distribution box: Missing/incorrect relay
configuration signal

Intermittent

80406D
LIN power distribution box: Short circuit/line disconnection
of emergency operation line (15_1)

Intermittent

8040D2
BDC Activation of parking status, vehicle electrical system
not OK

Intermittent

8040F1 Crypto data in a key Intermittent

80416D
Engine compartment lid contact switch: Open during
driving

Intermittent

804415 Radio remote control: Battery undervoltage Permanent

80444D Inside mirror: Undervoltage detected Intermittent

804850 FBD receiver: Initialisation failed (auto init) Intermittent

804922 Sensor voltage: Signal implausible Intermittent

D90D38 Roof function centre (ILE1): No LIN-slave Intermittent

D90D64 Interior light unit 3 (ILE3): No LIN-slave Intermittent

D90D67 Interior light, rear (ILE2): No LIN-slave Intermittent

D90D90 Centre console control panel: Missing LIN slave Intermittent
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HKFM (Rear Tailgate Function Module) ( 2 DTCs ) 

DTC Description Status

801703 HKFM: Undervoltage detected Permanent

801724
HKFM, automatic operation of tailgate: Driving speed
exceeds 0 km/h for operating requirement

Intermittent

ZGM (Central Gateway Module) ( 1 DTC ) 

DTC Description Status

CD0600 ZGM: Ethernet: Unexpected communication termination Intermittent

PMA (Parking Manoeuvring Assistant) ( 7 DTCs ) 

DTC Description Status

803201
Voltage supply, ultrasonic sensor front: Short circuit
between positive terminal and negative terminal

Intermittent

80322E
Ultrasonic sensor, front outer left, signal line: Short circuit
to ground or open circuit

Permanent

803231 Ultrasonic sensor front outer left: No response from sensor Intermittent



803234
Ultrasonic sensor, front centre left, signal line: Short circuit
to ground or open circuit

Intermittent

80323A
Ultrasonic sensor, front centre right, signal line: Short
circuit to ground or open circuit

Intermittent

803240
Ultrasonic sensor, front outer right, signal line: Short circuit
to ground or open circuit

Intermittent

80337E Voltage supply - Local undervoltage Intermittent
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EPS (Electric Power Steering) ( 1 DTC ) 

DTC Description Status

4822A8
EPS voltage supply: Overvoltage in vehicle (external fault, e.
g. network faults are suppressed)

Intermittent

FLEL (Frontal Light Electronics Left) ( 2 DTCs ) 

DTC Description Status

8059BD Undervoltage detected Intermittent

805CCA Servomotor cornering light: Short-circuit in winding 1 Intermittent

FLER (Frontal Light Electronics Right) ( 1 DTC ) 

DTC Description Status

805B37 Undervoltage detected Intermittent

TCB (Combox Emergency Call) ( 3 DTCs ) 

DTC Description Status

031786 TCB: Functional limitation of Last State Call Intermittent

031785 TCB: Functional limitation of breakdown call Permanent

B7F339 TCB: Undervoltage detected Intermittent

HUH (Headunit High) ( 3 DTCs ) 

DTC Description Status

E1C440 HU-H: Reset Intermittent

E1C600
Headunit: Ethernet: Unexpected communication
termination

Intermittent

E1C603 Headunit: Ethernet: Reset of communication Intermittent

CON (Controller) ( 2 DTCs ) 

DTC Description Status

801405 CON: Undervoltage Intermittent

801406 CON: Overvoltage Intermittent

Technician Notes
2017306324
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Customer name:

Technician:

Date:

Note: Please save a copy of this report for your records.

Disclaimer: This report provides a reference for vehicle inspection and maintenance only. Autel is not liable for any accident, property damage, or personal injury resulting
from the use of this information.


