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 BMW VEHICLE DIAGNOSTIC REPORT
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Vehicle Information
--/BMW/5'/520i_N20/-- Odometer Reading: 213755km
VIN: WBAXG120XDD291535 License Plate: DJ53MYGP

Customer Information
Name: MFC NEDBANK Tel: 0118799321

Device Information
Scanner: MaxiSys MS906 BT Serial Number: VB8GJCC01509
Version: V26.01 Repair Order Number: --

System Scanned ( 22 )    
System Status/DTC

DME (Engine-Digital Motor Electronics) 4

EGS (Electronic Transmission Management) 0

DSC (Dynamic Stability Control) 0

ACSM (Airbag-Advanced Crash Safety Module) 0

KOMBI (Instrument Cluster) 0

EMF (Parking Brake) 0

CAS (Car Access System) 4

JBE (Junction Box Electronics) 1

SZL (Airbag-Steering Column Switch Cluster) 0

TRSVC (All Round View Camera) 2

ZGM (Central Gateway Module) 0

EKPS (Electric Fuel Pump Control) 0

ICM (Integrated Chassis Management) 0

EPS (Electric Power Steering) 0

CBX-MEDIA (ComBox Multimedia) 0

FZD (Roof Function Center) 0

GWS (Gear Selector Switch) 0

CHAMP (Central headunit and Multimedia Platform) 3

PDC (Park Distance Control) 0

CON (Controller) 0



FRM (Footwell Module) 5

IHKA (Integrated Automatic Heating And A/C System) 1
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DTC ( 20 )    

DME (Engine-Digital Motor Electronics) ( 4 DTCs ) 

DTC Description Status

120308 Charge-air pressure control, plausibility Pressure too low Intermittent

1C4002 Engine-oil level: too low Intermittent

102001 Air mass, plausibility: Air mass too high Intermittent

213901
Power management: Reduction or shutdown of individual
electrical consumer

Intermittent

CAS (Car Access System) ( 4 DTCs ) 

DTC Description Status

930769 Deactivation of terminal 15: upper startability limit reached Intermittent

93076A
Deactivation of terminal 15: upper startability limit reached,
but deactivation preventer active

Intermittent

93076B
Deactivation of terminal 30B: upper startability limit
reached

Intermittent

9308B0 Identification transmitter: undervoltage, battery Intermittent

JBE (Junction Box Electronics) ( 1 DTC ) 

DTC Description Status

8020E8 Reset or deactivation of terminal 30F Intermittent

TRSVC (All Round View Camera) ( 2 DTCs ) 

DTC Description Status

CAAC0D CAS / FEM interface (ZV and lid status): Signal invalid Intermittent

800BAA TRSVC: CVBS output, open circuit or not connected Intermittent

CHAMP (Central headunit and Multimedia Platform) ( 3 DTCs ) 

DTC Description Status

B7F802 Connection head-unit to diversity: short circuit to ground Intermittent

B7F843 CHAMP: CVBS input 3, no video or sync signal Intermittent

B7F8C3
Connection between headunit and central information
display (CID): No communication

Intermittent

FRM (Footwell Module) ( 5 DTCs ) 

DTC Description Status

800E91 Problem with communication in processor Intermittent

800EB1 Button, interior light, rear, sticks or short-circuited Permanent



030014 Power window, driver's door: zero position exceeded Intermittent

030015 Power window, driver's door: no initialization Intermittent

030095 Power window, passenger's door: no initialization Intermittent
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IHKA (Integrated Automatic Heating And A/C System) ( 1 DTC ) 

DTC Description Status

801225
A/C compressor: deactivation due to underpressure in
refrigerant circuit

Permanent

Technician Notes
2017309820

Customer name:

Technician:

Date:

Note: Please save a copy of this report for your records.

Disclaimer: This report provides a reference for vehicle inspection and maintenance only. Autel is not liable for any accident, property damage, or personal injury resulting
from the use of this information.


